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AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior version, and listings, of claims in the 
application: 

Listing of Claims: 
1.- 40. (Canceled) 

41. (Previously Presented) A method for allowing a user to determine a health status of 
network objects in a managed network environment, comprising: 

displaying a plurality of group view containers each corresponding to a group of 
network objects sharing at least one user-definable group view attribute, and providing for 
each group view container an indicator representative of the overall health status of its 
corresponding group of network objects based on a health status of each of the group's 
network objects; 

for each network object in a group of network objects corresponding to a user- 
selected group view container, displaying a representation of the network object, and 
providing an indicator representative of a health status of the network object as determined by 
at least one user-definable health characteristic of the network object; and 

for each of the at least one health characteristic of a user-selected network object, 
displaying a representation of the health characteristic, and providing an indicator 
representative of a health status of the health characteristic^ 

receiving a user selection to modify one of the plurality of group view containers; 

presenting to the user, in response to the user selection, a user interface listing the 
user-definable group view attributes for the selected group view container; and 

receiving via the user interface a user modification of one or more of the listed group 
view attributes . 

42. (Previously Presented) The method of claim 41, further comprising: 

for each user-selected health characteristic, displaying any event or trap message 
indicative of an event affecting the health status of the user-selected health characteristic. 
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43. (Previously Presented) The method of claim 41, wherein providing a health status 
indicator of each health characteristic comprises: 

causing the health status indicator of the health characteristic to indicate a poor health 
condition of the health characteristic when performance data of the health characteristic 
violates a predetermined threshold of the health characteristic. 

44. (Previously Presented) The method of claim 41, further comprising: 

storing the at least one health characteristic for each network object in a health 
characteristic configuration file of the corresponding group view to which the network object 
belongs. 

45. (Previously Presented) The method of claim 44, wherein the health characteristic 
configuration file corresponding to each group of network objects is a registration file. 

46. (Previously Presented) The method of claim 41, wherein the user can dynamically change 
network objects of a group of network objects by changing one or more of the at least one 
user-definable group view attribute of that group of network objects. 

47. (Previously Presented) The method of claim 41, wherein the at least one health 
characteristic of a network object comprises one or more of a group consisting of disk 
utilization, memory utilization, network utilization, and processor utilization. 

48. (Previously Presented) The method of claim 41, wherein the at least one of the network 
object is either a network device or a network service of the managed network environment. 

49. (Previously Presented) The method of claim 41, further comprising: 

storing the at least one group view attribute for each group of network objects in a 
attribute configuration file of the corresponding group to which the network object belongs. 
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50. (Previously Presented) The method of claim 49, wherein the attribute configuration file 
corresponding to each group of network objects is a registration file. 

51. (Previously Presented) The method of claim 41 , wherein the indicator representative of 
the overall health status of a corresponding group of network objects comprises either a color 
or a shape of an icon representing the corresponding group view container. 

52. (Previously Presented) The method of claim 41 , wherein the indicator representative of 
the overall health status of a corresponding group of network objects comprises an audible 
alarm. 

53. (Previously Presented) The method of claim 41, wherein the indicator representative of 
the health status of a network object comprises either a color or a shape of a displayed icon of 
the network object. 

54. (Previously Presented) The method of claim 41, wherein the indicator representative of 
the health status of a network object comprises an audible alarm. 

55. (Previously Presented) The method of claim 42, wherein the event or trap message 
indicative of an event affecting the health status of a user-selected health characteristic is 
stored as a field of the network object for which the health characteristic is defined. 

56. (Previously Presented) The method of claim 55, wherein the field comprises a field of the 
network object in an alarm browser used in an Internet application. 

57. (Currently Amended) The method of claim 41, further comprising: 

determining context sensitive information of a user-selected group view; and 
modifying , in accordance with the determined context information, at least one of a 
menubar, popup menu, or toolbar included in the user interface when the user-selected group 
view is selected by the user, one or mor e us e r int e rfac e mechanisms to conform with th e 
d e t e rmin e d cont e xt se nsitiv e information. 
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58. (Previously Presented) A system for allowing a user to determine a health status of 
network objects in a managed network environment, comprising: 

means for displaying a plurality of group view containers each corresponding to a 
group of network objects sharing at least one user-definable group view attribute, and for 
providing for each group view container an indicator representative of the overall health 
status of its corresponding group of network objects based on a health status of each of the 
group's network objects; 

means for displaying a representation of the network object, and for providing an 
indicator representative of a health status of the network object as determined by at least one 
user-definable health characteristic of the network object for each network object in a group 
of network objects corresponding to a user-selected group view container; [[and]] 

means for displaying a representation of the at least one health characteristic, and for 
providing an indicator representative of a health status of the health characteristic, for each 
health characteristic of a user-selected network object[[.]]; 

means for receiving a user selection to modify one of said plurality of group view 
containers; 

means for presenting to the user, in response to the user selection, a listing the user- 
definable group view attributes for the selected group view container; and 

means for receiving a user modification of one or more of the listed group view 
attributes. 

59. (Previously Presented) The m e thod system of claim 58, further comprising: 

means for displaying any event or trap message indicative of an event affecting the 
health status of the user-selected health characteristic for each user-selected health 
characteristic. 

60. (Previously Presented) The m e thod system of claim 58, wherein the means for providing 
a health status indicator of each health characteristic comprises: 

means for causing the health status indicator of the health characteristic to indicate a 
poor health condition of the health characteristic when performance data of the health 
characteristic violates a predetermined threshold of the health characteristic. 



Page 5 of 9 



Application No. 09/923,045 
Attny Docket: 10990318-2 



Response To Action 
dated January 4, 2005 



61. (Previously Presented) The m e thod system of claim 58, further comprising: 

means for storing the at least one health characteristic for each network object in a 
health characteristic configuration file of the corresponding group view to which the network 
object belongs. 

62. (Previously Presented) The m e thod system of claim 58, wherein the at least one of the 
network object is either a network device or a network service of the managed network 
environment. 

63. (Previously Presented) The m e thod system of claim 58, further comprising: 

means for storing the at least one group attribute for each group of network objects in 
a attribute configuration file of the corresponding group view to which the network object 
belongs. 

64. (Currently Amended) The m e thod system of claim [[63]] 58, further comprising: 

means for determining context sensitive information of a user-selected group view ef 
n e twork obj e cts ; and 

means for modifying , in accordance with the determined context information, at least 
one of a menubar, popup menu, or toolbar included in the user interface when the user- 
selected group view is selected by the user, on e or mor e us e r interfac e mechanisms to 
conform with th e d e t e rmin e d cont e xt s e nsitiv e information. 
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